
 
 
 

TCR Large Capacity  
Air Powered Hoists  

Heavy Lifting Reliability  

Ease of Use  
�” Unlimited duty cycle permits continuous 
   operation     
�” Low noise levels add to operator comfort 
�” Low air consumption required for operation  
   compared to similar large capacity hoists 
�” Easily repairable 

Harrington’s TCR large capacity air powered 
hoists are available in 10 and 25 Ton capacity 
hook mount configurations. These rugged 
hoists are market tested and proven to have 
the power needed for heavy material lifting 
requirements. The TCR is ideal for extreme 
applications in the mines, at shipyards, 
working heavy construction, rigging situations 
and the petrochemical industry. 

Model: TCR25000C/P2  

Maximum Control 
�” Vane motor design permits fine feathering 
   control     
�” High lifting and lowering speeds     

  �” Available in pendant or cord control models 
      

Dependability 
�” Includes load limiter to stop lift when load is      
   over rated capacity   
�” Disc motor brake system allows for instant 
   brake activation and load support 
�” Cast iron housing provides ultimate 
   durability  
�” Supported by a full line of replacement parts 
�” Suitable for outdoor or extremely harsh 
   environments  

 

Ask your local sales representative or  
call our Customer Service staff for friendly 
and expert advice on models and options. 

Precise, Quiet and Stron g

 



TCR PENDANT MODEL - SPECIFICATIONS  
 

Up/Down  Speeds 
(ft/min @ 90 psi) 

Up/Down                       
Air Consumption Rates 
(cubic ft/min @ 90 psi) Cap.      

(Tons) 
Product       

Code 
Standard  

Lift       
(ft) 

Push      
Button      
Hose       

L          
(ft) No Load w/Full Load No Load w/Full Load 

Load Chain    
Diameter      

(mm)          
x             

Chain Fall      
Lines 

Net       
Weight    

(lbs) 

Weight for  
Additional   
One Foot   

of Lift      
(lbs) 

10   TCR10000P2 8.8 7.2/5.9 5.1/7.6 220/180 180/210 16 x 2 476 3.8 
25   TCR25000P2 

10 
9.4 2.1/1.6 1.8/2.2 210/190 170/200 22 x 2 1082 7.0 

 
TCR PENDANT MODEL - DIMENSIONS  
 

Cap.    
(Tons) 

Product       
Code 

Headroom    
C           

(in) 
a     

(in) 
b      

(in) 
d      

(in) 
e     

(in) 
g      

(in) 
h     

(in) 
i       

(in) 
j     

(in) 

10   TCR10000P2 35.0 21.7 18.4 9.7 12.0 1.6 7.4 11.0 2.4 
25   TCR25000P2 56.7 27.5 18.7 14.3 13.2 3.1 6.4 12.3 4.9 

 
TCR CORD MODEL - SPECIFICATIONS  
 

Up/Down  Speeds 
(ft/min @ 90 psi) 

Up/Down                       
Air Consumption Rates 
(cubic ft/min @ 90 psi) Cap.      

(Tons) 
Product       

Code 
Standard  

Lift       
(ft) 

Cord       
L          

(ft) 
No Load w/Full Load No Load w/Full Load 

Load Chain    
Diameter      

(mm)          
x             

Chain Fall      
Lines 

Net       
Weight    

(lbs) 

Weight for  
Additional   
One Foot   

of Lift      
(lbs) 

10   TCR10000C2 8.1 7.2/5.9 5.1/7.6 220/180 180/210 16 x 2 465 3.8 
25   TCR25000C2 

10 
8.7 2.1/1.6 1.8/2.2 210/190 170/200 22 x 2 1074 7.0 

 
TCR CORD MODEL - DIMENSIONS  
 

Cap.    
(Tons) 

Product       
Code 

Headroom    
C           

(in) 
a     

(in) 
b      

(in) 
d      

(in) 
e     

(in) 
g      

(in) 
h     

(in) 
i       

(in) 
j     

(in) 

10   TCR10000C2 35.0 21.7 18.4 9.7 12.0 1.6 7.4 11.0 2.4 
25   TCR25000C2 56.7 27.5 18.7 14.3 13.2 3.1 6.4 12.3 4.9 
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